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 DATA SHEET  
SPECIFICATIONS REV.   UM PART NO.: 

    UT12007 10/100BASE-T SINGLE PORT 

SURFACE MOUNT MAGNETICS 
B0 01/31 

 Features: 
  1. Meets IEEE 802.3 and ANSI X.3.263 standards including 350uH OCL with 8mA bias. 
  2. Designed for reflow soldering at temperature 230±5oC. 
  3. Turns Ratio tolerance: ±5% 
 Electrical Specification @25 oC : 
   1. Insertion Loss : -1.3dB Max. @ 0.10--100MHz. TX/RX 
   2. Return Loss : -17dB Typ @ 30MHz. TX/RX 

             -11dB Typ @ 60MHz. TX/RX 
             -9dB Typ @ 80MHz. TX/RX 

   3. Cross Talk : -42dB Min. @ 30MHz. TX to RX 
            -37dB Min. @ 60MHz. TX to RX  
            -32dB Min. @ 100MHz. TX to RX. 

   4. HI-POT : 1500Vrms/2sec. Leakage Current 0.5mA Max./input to output 

    Note: The transformer meets the specifications for Supplementary insulation per IEC 950  
 Dimensions & Schematic: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
          Note: Specifications are subject to change without prior notice. 
UNIT: mm                                                        Tolerances:±0.25mm  
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